SECTION Il

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2000

(1) @ ®) @ () (6) (7) (8)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
*13817  Common Flat North White sign with black numerals. ~ Private aid.
Daybeacon
2/01
CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il LIGHT LIST, 2000
(1) @ ®) @ () (6)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
860 Cape Fear River Entrance 3348 10N Mo (A)W 6 Red and white stripes. RACON: C(-+-+).
30316 Lighted Whistle Buoy CF 78 05 15 W
* 2/01
942 - NORTH BREAKWATER 3945 30N QR 40 2 TRonpile.
LIGHT 6 74 05 21 W
* 2/01
1745 - Channel Lighted FIG 2.5 4 Green. Replaced by unlighted ice buoy
Buoy 13 from Nov. 15 to Apr. 1.
* 2/01
3663 - Channel Lighted FIR 4s Red. Replaced by LIB of lower
Buoy 4 intensity from Dec. 15 to
Mar. 15.
* 2/01
4425 - Buoy 19 Remove from list.
* 2/01
16365 - LIGHT 7 FIG 4s 15 4 SGon pile.
* * * * * * * * 2/01
23905 - CHANNEL LIGHT 39 3820 24N FIG4s 15 3 SG on dolphin. Light equipment removed when
75 42 00 W endangered by ice.
* 2/01
Madison Bay
24735 - LIGHT 2 38 31 54N FIR4s 15 3 TRon dolphin.
76 13 30 W
* 2/01
29130 - Lighted Buoy 4 34 38 10N FIR6s 4 Red.
Marks north end of 76 33 00 W
shoal.
* 2/01
29960 - Channel Daybeacon 60 TR on pile.
* * * * 2/01
29965 - Channel Daybeacon 61 SG on pile.
* * * * 2/01

Note: Asteriskq*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
11-3.1



SECTION Il

CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il LIGHT LIST, 2000

(1) @ ®) @ () (6) (7) (8)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
CAPE FEAR RIVER (Chart 11537)
Cape Fear River
Buoys located 50 feet outside channel limit.
30316 - Lighted Whistle 3348 10N Mo (A)W 6 Red and white stripes. RACON: C (- —*).
860 Buoy CF 78 05 15 W
* 2/01
*31861  NUCOR DOLPHIN LIGHT A 36 21 38N FLY4S 18 On multi-pile dolphin. Private aid.
76 48 20 W
2/01
*31863  NUCOR DOLPHIN LIGHT B 36 21 40N FlY25s 18 On multi-pile dolphin. Private aid.
76 48 29 W
2/01
35475 - LIGHT 118 39 30 43N FIR25s 15 3 TR-TY on pile.
74 18 18 W
* 2/01
35542 FISH ISLAND SHOAL LIGHT FIW 4s 15 6  NW on multi-pile worded
DANGER SHOAL.
* * 2/01
CORRECTIONS TO C. G. LIGHT LIST, VOLUME IIl LIGHT LIST, 2000
1) @ 3 @ ®) (6) (7)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
2445 - South Jetty Buoy 1 32 43 51N Green can.
79 51 06 W
* 2/01
2450 - South Jetty Buoy 2 32 43 51N Red nun.
79 51 00 W
* 2/01
Broad Creek
4400 - Daybeacon 1 32 08 45N SG on pile.
80 48 46 W
* 2/01
6465 - RANGE FRONT LIGHT 30 43 00N QW (Day) 45 KRW on tower. DAY: Visible 1.5° each side
81 18 00 W Q W (Night) 51 of range line
(4) Mo (U)W 47 NIGHT: Visible 4° each side
of range line.

Obstruction lights on NE,

NW, SE, and SW corners.
HORN: Mo U (+=-) every 30 sec.
Sound signal operates

continuously.

* 2/01

Note: Asteriskq*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
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SECTION Il

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IIl LIGHT LIST, 2000

(1) @ ©) @ () () ®)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
6470 - RANGE REAR LIGHT Oc W 4s (Day) 121 KRW on tower. DAY: Visible 1.5° each side
3,021 yards, 291.3° Oc W 4s (Night) 127 of range line.
from front light. (2) Mo (U)W 51 NIGHT: Visible 4° each side
of range line.
HORN: Mo U (+=-) every 30 sec.
Sound signal operates
continuously.
* 2/01
10330 -LIGHT 4 26 05 41N FIR4s 16 5 TR on dolphin.
80 06 09 W
* * 2/01
36415 - RANGE B FRONT LIGHT 3147 20N FIW4s 10 KRW-I on pile.
81 09 43 W
* 2/01
39470 - Daybeacon 66 29 45 27N TR-TY on pile.
8115 04 W
* 2/01
Indian River (North Section)
42170 - LIGHT 77 2820 31N FIG4s 16 4 SG-SY on pile.
80 42 42 W
* 2/01
CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2000
(1) @ ©) @ (5) (1) ®)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
*Delete Heading:
*ST. JOSEPH AND ST. ANDREW BAYS (Chart 11389)
138 NOAA Lighted Remove from list.
Buoy 42003
* 2/01
*Add Heading:
*ST. JOSEPH AND ST. ANDREW BAYS (Chart 11389)
141 NOAA Lighted 28 47 00N Fl(4)Y 20s Yellow disc buoy with mast. Maintained By National Oceanic
Buoy 42039 (ODAS) 86 02 18 W and Atmospheric
Administration.
2/01
GULF OF MEXICO (Chart 411)
1395 NOAA Lighted Buoy 25 53 35N Fl(4)Y 20s 33 3 Yellow disc buoy with mast. Maintained by National Oceanic
42003 (ODAS) 85 57 54 W and Atmospheric
Administration.
* 2/01
4705 - Daybeacon 9 30 29 58 N 17 SG on pile. Ra ref.
87 08 21 W
* 2/01

Note: Asteriskq*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
11-3.3



SECTION Il

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2000

) @ @) - ) ) ®)
No. Name and Location Position Characteristic Height Structure Remarks
14227 LOWER BELMONT LIGHT A Remove from list.
LDB 152.2
* 2/01
*14228  LOWER BELMONT 30 01 07N FG 49 KWG on skeleton tower. Visible all around; higher
CROSSING 90 45 57 W intensity on range line.
LOWER SIDE RANGE
FRONT LIGHT
LDB Mile 152.2.
2/01
*14229  LOWER BELMONT FG 74 KWG on skeleton tower. Visible all around; higher
CROSSING intensity on range line.
LOWER SIDE RANGE
REAR LIGHT
108 yards, 049.2°
from front light.
2/01
14230 LOWER BELMONT 30 01 07N FW KRW on skeleton tower. Visible 2° each side
CROSSING 90 46 01 W of range line.
RANGE FRONT LIGHT Lighted throughout 24 hours.
LDB mile 152.2.
* * * 2/01
14235 LOWER BELMONT FW KRW on skeleton tower on piles. Visible 2° each side
CROSSING of range line.
RANGE REAR LIGHT Lighted throughout 24 hours.
102 yards, 049° from
front light.
* 2/01
14237 LOWER BELMONT LIGHT B Remove from list.
LBD 152.4
* 2/01
*14238  LOWER BELMONT 3001 9N FR 49 KWR on skeleton tower. Visible all around; higher
CROSSING 90 46 04 W intensity on range line.
UPPER SIDE RANGE
FRONT LIGHT
LDB Mile 152.2
2/01
*14239  LOWER BELMONT FR 74 KWR on skeleton tower. Visible all around; higher
CROSSING intensity on range line.
UPPER SIDE RANGE
REAR LIGHT
132 yards, 049.2°
from front light.
2/01
22850 -ENTRANCE INNERRANGE 29 22 39N QG 25 KRW on skeleton tower on piles. Visible 2° each side of rangeline.
FRONT LIGHT 94 48 43W FIG4s 10 Passing light visible all around.
* * 2/01
22855 - ENTRANCE INNER RANGE Iso G 6s 69 KRW on skeleton tower on piles. Visible 2° each
REAR LIGHT FIW 4s 12 side of range line.
2,510 yards, 318.3° Passing light visible
from front light. all around.
* * * 2/01

Note: Asteriskq*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.

11-3.4



SECTION Il

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2000

(1) @ ©) @ () (6) () ®)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
28150 -ENTRANCE RANGE FRONT 26 03 54N QG 37 KRW on skeleton tower on piles. Visible 2° each side of rangeline.
LIGHT 97 10 12 W
* 2/01
28155 - ENTRANCE RANGE REAR Iso G 6s 72 KRW on skeleton tower on piles. Visible 2° each side of rangeline.
LIGHT
1,099 yards, 269.4°
from front light.
* 2/01
28235 - RANGE FRONT LIGHT 26 04 05N QG 36 KRW on skeleton tower on piles. Visible 2° each side of rangeline.
97 09 49W QR 38 R 4 Passing light visible all around.
* 2/01
28240 - RANGE REAR LIGHT Iso G 6s 67 KRW on skeleton tower. Visible 2° each side of rangeline.
825 yards, 056° On same structure as Brazos
from front light. Santiago Pass Light.
* 2/01
CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2000
(1) @ ©) @ (5) (6) (1) ®)
No. Name and Location Position Characteristic Height ~ Range Structure Remarks
155 San Pedro Channel 3337 06 N FIY6s 4 Yellow.
Traffic Lane Lighted 118 17 36 W
Buoy W
* 2/01
160 San Pedro Channel 3337 06 N FlY4s 4 Yellow.
Traffic Lane Lighted 118 22 01 W
Buoy SP
* 2/01
2829.75 HUNTINGTON HARBOR Remove from list.
INTAKE STRUCTURE
LIGHT
* 2/01
19645 BIRD ROCKS LIGHT 48 35 52N FIW4s 15 5 NW on white platform
123 00 53 W on pile structure worded
DANGER ROCK.
* * 2/01

Note: Asteriskq*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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